RANCON CENTRE ONTARIO SPECIFIC PLAN

VI. ARCHITECTURAL DESIGN CONCEPTS

A. ARCHITECTURAL GUIDELINES

Objective:

Recognizing that the Rancon Centre Ontario Specific
Plan area is light industrial, these architectural guidelines
strive to unify the project with contemporary design goals
in a campus like setting. As light industrial structures are
necessarily large with somewhat unbroken planes, these
deisgn guidelines are encourage each building to utilize
architectural details such as trellis areas, theme walls,
surface plane variations or similar detail to avoid
nondescript, imposing structures.

Guidelines:

>

All design shall appear as an integrated part of
the overall site design concept.

No "Period Buildings" shall be permitted. Con-
temporary building forms and materials will be
encouraged.

Pre-engincered metal buildings will not be per-
mitted.

Metal clad buildings will be permitted only if
designed by an architect and only if specifically
approved in writing by the Rancon Centre On-
tario Owner's Association and the City Planner.

The use of reflective glass shall be subject to ap-
proval by the Rancon Centre Ontario Owner's
Association. Any reflective glass approved will
be soft and not mirrored glass.

Design considerations should be given to:

a, views and vistas

b. orientation toward major streets and
freewavys

s solar orientation

d. vehicular and pedestrian circulation
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e. the facility's functional organization

f: energy conservation through facility
design

Consideration should be given to the incorpora-
tion of design features such as:

a. trellised areas

b. architectural detailing in visitor parking
areas and pedestrian entrances

c. decorative pedestrian plazas and
walkways

d. accent landscaping

e. architecturally enhanced building forms

f. freestanding art form

8. light and shadow patterns

h. color or material accents

i punched openings to create light and
shadow

3. entrance plazas

k. detail should occur at the building fron-

tages or entrances, less detail is needed at
landscaped areas

B. SIGNAGE AND GRAPHICS

A master program for signage and graphics has been
developed for the Rancon Centre Ontario Specific Plan to en-
sure a high quality visual environment, project identity, and
cohesiveness. The master program establishes overall criteria
for graphics and signage within the project area (see Table VI-
A-1. Signage and Graphics Criteria).
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Definition of sign types and related terms,

a,

Entry Statements/Master Identification
Signs, graphics and landscape treatments
at perimeter access points to the project
defining the entries to the development.
Freestanding Identification

Signs along streets and roadwavs which
identify facilities, businesses, tenants and
addresses.

Building Identification

Signs mounted on the face(s) of buildings
and which identify the building or the
ma jor building tenant.

Complex Identification

Signs which are freestanding and identify
a multi-building development.

Tenant Identification

Signs mounted on the face(s) of buildings
or which are freestanding and identify a
single tenant within the building.

Building Street Address

Signs mounted on buildings designating
the street address number.

Tenant Directories

Signs in commercial facilities which iden-
tify the location of individual tenants.

Directional and Reguiatory Signs
Signs within the development and within
individual projects which control and

direct the circulation of vehicles and
pedestrians.
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Temporary Signs

Any sign, barrier, pennant, valance or ad-
vertising display used for marketing pur-
poses for a short period of time.

Sign Area

The area of a sign having an integral part
of a building, wall, awning, canopy, mar-
quee, or other part of a structure as its
background shall be the area enclosed
within the shortest line drawn to include
all letters, designs, tubing, direct il-
lumination sources, or other components
of the sign, including all intervening
spaces. The arca of all other signs shall
be the largest cross-sectional area
measured to a line encompassing all por-
tions of the sign, including the back-
ground and tubing, but excluding the
supporting posts or poles without attached
lighting. In determining the area of a
sign having more than onc face, only the
area of one face shall be counted,

Halo Lit Letters

Opaque, fabricated metal letterform with
internal luminous tubing, mounted a few
inches off the face of the building. Il-
lumination falls only on building surface
immediately adjacent to letter. creating
halo effect.

Interior Illuminated Letters

Fabricated letterform with internal
luminous tubing and translucent acrylic
face.

Post and Panel Sign

A post supports each end of a sign panel,

Flag Sign

Sign panel projects horizontally from a
single pole.
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Flush Left Layout

Typography begins at left margin, and any additional
lines ot typography are also flush with first line at left
margin.

Centered Layout

Each line of typography is centered horizontally within
the sign panel.

Integral Graphic Bond

Constant horizontal band or fascia area of an
architectural complex, where graphics must be placed.

Freestanding Freeway Sign

Signs along I-10 Freeway corridor which identify
tacilities, businesses and tenants.

Monument Signage

Phase IV Freestanding tenant identification signage along
Inland Empire Boulevard for Phase IV commercial uses.

General Requirements

a.

All owner/tenant identitication signs shall conform to the
guidelines of the Specific Signage Requirements
Summary at the end of this section and Appendix D.

A sign program shall be submitted to Rancon Centre
Ontario Owners Association and the City in conjunction
with the submittal of a site plan and/or architectural
plans,

All signing shall be of materials compatible with exterior
building volors, materials and finishes, and be of a high
quality of fabrication. (Appendix D)

No sign shail have visible moving parts or simulate
movement hy means ot fluttering, rotating or reflecting
devices.

No sign shall have tlashing, blinking, or moving lights,
or any other illuminating device which has changing
light intensity, brightness, or color, except for parts
designed to give public service intormation such as time,
date, temperature, or similar information.

All freestanding sign shall be integrated with landscaping
and grading.
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No signing will be permitted which does
not directly relate to the primary service
or function of the given owner/tenant ac-
tivity.

All owner(s)/tenant(s) shall be responsible
for the proper maintenance of all their
signs.

On notice by the City of Ontario, an
owner/tenant may be required to restore
or repair any signing which is not
properly maintained.

Temporary Signs

a.

Free Standing Signs: The developer of
each facility may display one temporary
free-standing sign whose purpose is to
disseminate information pertinent to a
site and its stage of development. The
sign is to be designed to the Rancon
Centre Ontario standards and is to be
submitted for approval to the Rancon
Owner's Association prior to its installa-
tion on the site. No temporary promo-
tional sign will be allowed on the
premises of the adjoining public rights of
way,

A sign may be constructed on a
site any time after the site has been pur-
chased. Information can be added or the
sign can be exchanged for another to in-
dicate the advent of construction, or to
recruit empioyees, or to identify the leas-
ing agent. However, each revision or Sign
replacement must conform to the
guideline's criteria. A sign that is to be
replaced with another must be removed
before the other sign can be installed.
Temporary signs must be removed from
the site when the initial leasing program
is ninety-five percent complete.

In addition, the following shall apply:

Form: Free-standing monolith with panels
which meet the grade.
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Material: Designed to last the length
of its intended use without significant
fading, warping, peeling, blistering,
cracking, rotting, or delamination. The
Rancon Owner's Association reserves the
right without liability to cause removal of
any sign deemed to be in violation of
deterioration or damage.

Duration: Temporary signs shall
remain in place for no more than twelve
months. This period may be extended
upon approval by the Rancon Owner's As-
sociation and the City of Ontario.

Security Deposit: A security deposit
fee of five hundred dollars shall be
posted with the City of Ontario to
guarantee removal of the temporary
signs(s). Failure to remove the sign(s)
after specified duration will result in the
forfeiture of the security deposit.

Wall Signs: Banners, pennants, flags,
and any other advertising devises, except
floodlights, may be placed on an
occupant’s property for the purpose of
announcing the opening of a new busi-
ness, subject to the following
requirements:

The total area of all such signs or
advertising devices shall not exceed the
area of permanent signs for the use per-
mitted by these sign criteria (see table VI-
A-1).

No such device shall be located in
a manner not permitted for permanent
51gns.,

No such device shali pose a hazard
to the safe movement of traffic and shall
not block the visibility of permanent
signs on adjacent properties.

The temporary signs may remain
in place for a period not to exceed thirty
days after the date of installation of the
sign; or until a permanent sign is in-
stalled, whichever occurs first.
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Prior to installation of the temporary sign, the proponent
shall obtain approval from the Rancon Owner’s Association.

Materials:

General Requirements: All materials shall be new and of the finest
quality unless otherwise specified.

Adhesive and Tapes:

a, Foam Tape: High density, open cell, pol yurethane double-faced
foam tape as manufactured by 3M or equal to. Color as

specified.

b. Isotac Tape: Isotac P.S. ADH. 10 Mil. by Scotch 3M, # Y-
9473.

s Plastic Adhesives: Cements used to adhere plastic parts shall be

of the type specified by the plastic manufacturer.

d. Silicone Sealant: Shall be as manufactured by General Electric,
Dow Corning, or equal. Color as specified.

Concrete:

a. Concrete: Provide concrete in accord with reference standard
STM (C94. Mix proportions to produce 28 day compressive
strength or 2,500 psi. minimum. The Sign Fabricator will have
a certified structural engineer review and engineer any and all
structural concrete.

b. Integral Color: Provide pure mineral coloring pigment
admixture to producer specified color.

c. Grout: Shall be Portland Cement and grated silica sand blended
with specific chemicals to yield exceptional uniformity of color,
high bond and compressive strength. Grout must meet or exceed
ASTM and ANSI standards for Portland Cement,
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